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STYLE III EQUALIZER
VALVE

2 1/2" PORT SIZE
PARTS IDENTIFICATION SHEET

 

ASH-PI-001 A

STD

NONE

JRB 5/22/01

BSS 5/22/01

  

  

  A 9/12/06 PAG CMH  ACTUATOR WAS 213715, REMOVE SOL.

      

      

      

      

1 1 A-19276 COVER SUB-ASSEMBLY
2 1 223315-1 ACTUATOR
3 1 19278 HOUSING
4 1 19284 COVER GASKET
5 1 19285 TRANSITION GASKET
6 6 101407 1/2-13 X 2" HEX TAP BOLT
7 12 100359 1/2" LOCK WASHER, HELICAL SPRING
8 6 100457 1/2-13 HEX NUT
9 4 100862 1/2-13 x 1" HEX CAP SCREW
10 2 215037 EYEBOLT W/ NUT
11 1 100676 4" PIPE PLUG
12 8 101638 3/8"-16 X 1.75" HEX HEAD BOLT
13 8 107925 3/8-16 HEX NUT
14 8 100365 3/8" LOCK WASHER, HELICAL SPRING

PARTS LIST
PART No. QTY ITEM NUMBER DESCRIPTION
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NOTES:
1. FOR A DIAGRAM AND LIST OF PARTS IN COVER SUB-ASSY A-19276
SEE ASH-PI-002
2. SOLENOID VALVES AND RELATED HARDWARE NOT SHOWN. SEE DRAWING SERIES 
E-6932 FOR DETAILS ON THESE ITEMS.
3. TIGHTEN FLANGE BOLTS TO 10 FT-LBS IN AN ALTERNATING DIAGONAL SEQUENCE 
STARTING AT THE CENTER AND WORKING TOWARDS THE EDGES. REPEAT SEQUENCE 
TIGHTENING TO 20, 30, AND 40 FT-LBS OF TORQUE.
4. WRAP TEFLON TAPE ON THREADS BEFORE INSTALLING PLUG. AFTER TIGHTENING 
APPLY A BEAD OF SILICONE SEALANT AROUND PLUG TO ESTABLISH A SEAL.
 
 
REBUILD KITS AVAILABLE:
 
VALVE REBUILD KIT: ITEM No. A-19315 INCLUDES:
    - GATE & SEAT
    - GATE SPRINGS
    - GATE ARM WITH KEY
    - SHAFT PACKING AND BEARINGS
    - TRANSITION AND COVER GASKETS
 
ACTUATOR REBUILD KIT: ITEM No. 223946
 
REBUILD KIT FOR OBSOLETE ACTUATOR 213715: ITEM No. 216026

TIGHTEN PER NOTE 3

TIGHTEN PER NOTE 3

SEE NOTE 4

REFER TO MAINTENANCE
INSTRUCTIONS FOR ACTUATOR

STOP ROD ADJUSTMENT


