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PARTS LIST
DESCRIPTIONITEM NUMBERQTYPART No.

DECKPLATESEE NOTE 111
GATE ARM19144-112
SEAT19142-113
GATE1914114
SEAT GASKET22529915
SPRING ADJUSTMENT SCREWSEE TABLE 116
SPRINGSEE TABLE 117
RETAINING RING19143-218
1 1/2-6 JAM NUT10792719
3/8-16 x 1 FLAT HEAD SOCKET CAP SCREW100813710
5/8-18 x 2 1/2" SOCKET HEAD CAP SCREW109077111
5/8" USS PLAIN WASHER  101323112
SHAFT14429-13113
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SPRING ADJUSTMENT PROCEDURE
1. TURN SPRING ADJUSTMENT SCREW UNTIL GATE CONTACTS SEAT.
2a. FOR LOW TEMPERATURE DECKPLATES: TIGHTEN 2 MORE TURNS.
2b. FOR LOW TEMPERATURE DECKPLATES WITH ASH HEADS GREATER 
THAN 15 FT OR EQUALIZER HEADER TO DISCHARGE LINE DIFFERENTIAL 
PRESSURES GREATER THAN 2.5 PSI: TIGHTEN 3 MORE TURNS.
2c. FOR HIGH TEMPERATURE DECKPLATES: TIGHTEN 1.5 MORE TURNS.
3. LOCK ADJUSTMENT SCREW IN PLACE BY TIGHTENING JAM NUT.

TORQUE TO 90
 FT-LBS [122 N-m]

NOTES:
1. DECKPLATES VARY DUE TO SEVERAL FACTORS SUCH AS THICKNESS, 
EQUALIZER VALVE CONNECTIONS, LIMIT SWITCH OPTIONS, AND IF THE 
VALVE WAS CONVERTED FROM STYLE I TO STYLE IV. SEE YOUR 
ASSEMBLY DRAWING FOR IDENTIFICATION OF THE DECKPLATE ITEM 
NUMBER.

TABLE 1
TEMPERATURE RATING SPRING PART No. ADJUST SCREW PART No.

LOW TEMP (350° F MAX) 109079 19145
HIGH TEMP (750° F MAX) 212843 19145-1
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DECKPLATE1565211
SHAFT14429-13113
GRAPHITAR BUSHING ASSEMBLYA-15657114
GATE BUSHING HOUSING15654-1115
THRUST BEARING, GRAPHITE15656116
CRANK ARM WASHER15655117
CRANK ARM14469-7118
SPECIAL WASHER15404-1119
BUSHING, BRONZE100023220
CYLINDER SUPPORT14467-4121
CYLINDER219364122
BUSHING, BRONZE100024423
CLEVIS14470-4124
PIVOT PIN14468225
1/2-13 x 1" SOCKET HEAD CAP SCREW102802126
1/2"-13 X 2 1/4" HEX HEAD BOLT100058227
1/2"-13 HEX NUT100458-1228
1/2" LOCK WASHER, HELICAL SPRING100359629
1/2-13 x 1 1/2" SOCKET HEAD CAP SCREW102803230
SHIM SET14742131
1/8" x 1 1/4" COTTER PIN100579432
1/2-13 X 1 1/4 HEX HEAD CAP SCREW100869433
1" NPT SQUARE HEAD PIPE PLUG100678234
1/4" NPT GREASE FITTING101816135
O-RING100529136
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APPLY LOCTITE TO
CYLINDER ROD THREADS

NOTES:
2. FOR CYLINDERS WITH ONE OR TWO PROXIMITY SWITCHES USE ITEM No. 214807. FOR 
CYLINDER WITH HIGHER TEMPERATURE (VITON) SEALS USE ITEM No. 221144.
3. SOLENOID VALVES, LIMIT SWITCHES, AND RELATED COMPONENTS VARY GREATLY ARE NOT 
SHOWN ON THIS DRAWING. REFER TO YOUR ASSEMBLY DRAWING FOR IDENTIFICATION OF 
THESE ITEMS.

SEE NOTE 2

OPEN SIDE OF LIP SEALS
 SHOULD POINT DOWN


